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GLOBAL SYNTHETIC  
POWER STEERING FLUID

Global Synthetic Power Steering Fluid is specially formulated to meet the 
specifications of European OEM’s requiring high technology fluids that 
enable extended change intervals. This premium synthetic power steering 
fluid exceeds requirements and is suitable for use in all other vehicles. 
Honda fluid is recommended for Honda and Acura vehicles.

Penray Global Synthetic Power Steering Fluid Provides exceptional 
viscosity stability over a wide temperature range, with improved 
flow at low temperatures. Excellent anti-wear properties ensure 
suitability for use as hydraulic fluid in suspension systems, traction 
control units and as shock absorber fluid.

Suitable for use where the following specifications are required:
•	 Audi P/N G002000
•	 Audi P/N G002012
•	 Chrysler MS-1872
•	 Chrysler MS-5931, P/N 04883077
•	 Chrysler MS-9602, ATF+4
•	 Chrylser MS-10838, P/N 05142893AA
•	 Chrysler MS-11655
•	 Ford M2C195-A
•	 Ford M2C204-A
•	 GM P/N 89021184
•	 GM 9985010, P/N 1052884
•	 GM 9985835, P/N 12345866
•	 Hyundai / Kia PSF-3
•	 Hyundai / Kia PSF-4
•	 Mercedes Benz 236.3, P/N 000 989 88 03

•	 Mercedes Benz 345.0, P/N 001 989 24 03
•	 Mitsubishi PS Fluid  

Mitsubishi Diamond SP III
•	 Nissan PSF II
•	 Pentosin CHF 7.1
•	 Pentosin CHF 11S
•	 Pentosin CHF 202
•	 Saab P/N (45) 30 09 800
•	 Saab P/N 30 32 380
•	 Subaru P/N K0209A0080
•	 Toyota PSF Type EH, P/N 008886-01
•	 VW P/N G00200
•	 VW P/N G002012
•	 Volvo P/N 1161529

Part# Size Qty/Case Container

3832 32 fl. oz 6 Bottle


