
General Description

Removes gum, varnish and dirt build-up 

Product Benefits

•	 High pressure aerosol spray cleans carburetor and PVC 
valves in seconds

•	 Helps restore carburetor performance by removing gum, 
varnish and dirt build-up

•	 Cleans and frees linkages, cables, and actuators

Directions

FOR CLEANING CHOKES:  Remove air cleaner housing.   
Disconnect heat riser tube.  Mark position of choke cover.   
Remove baffle plate.  Spray product on cylinder, vacuum piston 
and shaft.  Work choke until free.  Start engine and re-spray 
piston and cylinder while manually opening and closing choke.  
Replace cover and parts.
FOR LINKAGE:  Spray product directly on linkage.  Let soak in 
and spray again.
PVC VALVE:  Clean every 4,000 miles.  Turn off engine.   
Disconnect tube on crankcase side leaving vacuum side  
connected.  Insert extension tube in spray tip and spray in 
open end of valve while manually moving valve back and forth.  
Let product soak for 3 minutes.  Start engine and re-spray for  
flushing valve.  Reconnect tube.
MANIFOLD HEAT CONTROL:  Spray product on exposed  
section of shaft while engine is cold.  Allow product to penetrate 
(3 minutes).  Move weight up and down until free.

Handling

Wash thoroughly after handling.  Do not get into eyes, on skin or 
on clothing.  Do not smoke while using this product.  Do not use 
near excessive heat, sparks, or open flame.
Store in clean, dry locations away from excessive heat.  Store in 
areas designated for the storage of flammable liquids according 
to NFPA 30 (Flammable and Combustible Liquids Code).

Physical Data
APPEARANCE/ODOR: Colorless liquid, Organic solvent

PHYSICAL STATE: Aerosol

BOILING POINT: BT 133 – 289 ºF

SPECIFIC GRAVITY: BT 0.785-0.870

VAPOR DENSITY: <1.0 

VAPOR PRESSURE: 22-181 mmHG

SOLUBILITY: Not soluble in water 

DOT PROPER SHIPPING NAME: CONSUMER COMMODITY 
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SHIPPING INFORMATION

Part # Net Wt Liquid or Aerosol Qty/Cs Lbs/Cs Cs/Pal Cs/ Layer
Layer/ 

Pal

115 11 OZ. AEROSOL 12 11.70 147 21 7

SHIPPING INFORMATION

Case (Inches) Unit (Inches) UPC Codes

Length Depth Height Length Depth Height Individual Case

11 8.38 8.5 2.69 2.69 7.81 0 35496 00115 6 0 00 35496 12115 1
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