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General Description Physical Data
Keeps engines running smooth APPEARANCE/ODOR: Amber colored, Petroleum odor

BASE TYPE: Liquid

SPECIFIC GRAVITY: BT 0.81 - 0.91
FLASH POINT: 104 — 111 °F 40 — 43.88 °C
VAPOR DENSITY: Heavier than air
SPECIFIC GRAVITY: BT 0.81 - 0.91
PERCENT VOLATILES: 100
FLAMMABILITY: Combustible

DOT PROPER SHIPPING NAME: Petroleum Distillates, N.O.S.
(Kerosene), Class 3 UN 1268, PGllI

VOG Compliant for CA & OTC: Yes

Product Benefits
Fuel Prep™ has the following advantages:

e Concentrated version of Fuel Prep for bulk fuel treatment
e Anti-oxidant technology stabilizes fuel

¢ Restores fuel economy by cleaning injectors

e Enhances lubricity to prevent wear

¢ Protects against corrosion

¢ Helps eliminate conditions conducive to bacterial and fungal
growth

e Separates water from fuel for easy collection
e ULSD compliant & Biodiesel compatible

Dosage

201201: Add entire bottle of FUEL PREP™ to fuel tank BEFORE
filling with fuel to ensure proper mixing. Treats up to 12,500 gallons,
47,312.50 liters.

201205: Add FUEL PREP™ to fuel tank BEFORE filling with fuel
to ensure proper mixing. One pail treats up to 62,500 gallons,
236,562.50 liters.

201201

. FUEL PREP-=
Handling o

Wash thoroughly after handling. Do not get into eyes, on skin or on e
clothing. Do not smoke while using this product. Do not use near BN S - e
excessive heat, sparks, or open flame. Store in clean, dry locations NETCONTENTS 12 L. 0 1 Gallon) 378 Lers
away from excessive heat.

Store in areas designated for the storage of flammable liquids
according to NFPA 30 (Flammable and Combustible Liquids Code).
This diesel fuel additive complies with the federal low sulfur Distributed by:
content requirements for use in diesel motor vehicles and non-road

engines.
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SHIPPING INFORMATION

Part # Net Wt Liquid or Aerosol Qty/Cs Lbs/Cs Cs/Pal Cs/ Layer Le:))g,;r/
201201 1 GAL LIQUID 4 32.1 52 13 4
201205 5 GAL LIQUID 1 41 24 12 2

SHIPPING INFORMATION
Case (Inches) Unit (Inches) UPC Codes
PART # Length Depth Height Length Depth Height | Individual Case
201201 14.63 14 13 7.13 45 11.75 | 092443212010 | 00092443 20126 7
201205 11.5 11.5 13.63 1.5 1.5 13.63 092443 21205 8 N/A
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