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Physical Data
DOT PROPER SHIPPING NAME: UN 1993, Flammable 
Liquids, N.O.S. (Toluene), 3, II

NMFC 48580 SUB 3

PHYSICAL STATE: Liquid

APPEARANCE/COLOR: Colorless

ODOR: Hydrocarbon

FLASH POINT: 80 °F

BOILING POINT: BT 308 – 378 °F

VAPOR DENSITY: 4.1

VAPOR PRESSURE: BT 0.1 – 3.0 mmH

Product Name
203055 Winter Blend Bulk Diesel Fuel Treatment

General Description
Fuel additive product containing Toluene

Product Benefits
•  Utilizes HAFI®, a hybrid polymer technology to: 
	 > Prevent fuel gelling  

	 > Prevent wax crystal formation 

• Reduces cold filter plug point by as much as 30 ºF 

• Helps restore fuel economy 

• Helps improve lubricity and prevent corrosion 

• Prevents ice crystal formation 

• Highly concentrated for bulk fuel tanks 

• ULSD compliant & Biodiesel compatible

Handling
Wash hands thoroughly after handling. Do not get into eyes, on 
skin or on clothing. Do not smoke while using this product. Do not 
use near excessive heat, sparks or open flames. Store in clean, dry 
locations away from excessive heat
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SHIPPING INFORMATION

Part # Net Wt Liquid or Aerosol Qty/Cs Lbs/Cs Cs/Pal Cs/ Layer
Layer/ 

Pal

203025 2.5 GAL LIQUID 2 41.7 36 12 3

203055 55 GAL LIQUID 1 460 4 4 1

SHIPPING INFORMATION

Case (Inches) Unit (Inches) UPC Codes

PART # Length Depth Height Length Depth Height Individual Case

203025 13.750 10.190 15.250 9.000 6.750 14.250 0 92443 23032 8 0 00 92443 23132 5

203055 23.000 23.000 35.130 23.000 23.000 35.130 0 92443 23055 7 N/A
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